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about



lighting system designed for the 
event industry and architecture

soft light digital LED panels

lighting panels that allow you to 
display your own animations and 

graphics

option to print on the front 
material

LIGHTbox
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control unit

front fabric

LED panel

The system works similarly to the LED screen 
but has a smaller resolution of the displayed 
image and is characterized by the lack of visible 
pixels.

Aluminum construction makes the elements 
very light.

Build lighting installations without the need for 
additional substructures.

Fabric can be printed.

basic module
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The panels can be attached to the wall  
or placed on the ceiling.

You can freely screw together modules  
of different sizes and create unconventional 
solutions.

Connect the installation with our LEDshape 
profiles for even more interesting visual effects.

mounting
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200 cm

100 cm

100 cm

100 cm

available sizes
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name AC input max power dimensions weight working 
temperature

number of 
diodes / m²

ingress
protection durability

LIGHTbox 1000 x 1000 mm 230 V 320 W 100 x 100 x 10,5 cm 13 kg 0°C — 50°C 432 IP20 40 000 h

LIGHTbox 1000 x 2000 mm 230 V 640 W 100 x 100 x 10,5 cm 30 kg 0°C — 50°C 432 IP20 40 000 h

customized 230 V customized customized customized 0°C — 50°C 432 IP20 40 000 h

parameters
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control devices



input 230 V (50–60 Hz)

max power 20 W

max number of lightboxes
16 pc. of LIGHTbox 2 x 1 m or
32 pc. of LIGHTbox 1 x 1 m

number of receivers 8

dimensions 146 x 151 x 467 mm

input signal ArtNet, sACN*

resistance class IP20

* available soon

light controller LS–LC01
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LIGHTbox 2000 x 1000 mm LB-2010

Light controller LS–LC01

RJ45 signal cable – max 100 m

RJ45 signal cable – max 100 m

Power cord 230V CAB–PC–PC–20 
(powerCON to powerCON) – 2 m

Power cord 230V CAB–PC–10 (powerCON) – 1 m

RJ45 signal cable – max 100 m

Power cord 230V CAB–PC–PC–20 
(powerCON to powerCON) – 2 m

how to use it
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LIGHTbox 1000 x 1000 mm LB–1010

Light controller LS–LC01

RJ45 signal cable – max 100 m

Power cord 230V CAB–PC–10 (powerCON) – 1 m

RJ45 signal cable – max 100 m

Power cord 230V CAB–PC–PC–20 
(powerCON to powerCON) – 2 m

how to use it
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The device allows you to save and play Artnet and 
sACN signals. The controller has built–in test modes.

input 12 V

max power 15 W

max number of lightboxes 1 pc. of LIGHTbox 2000 x 1000 mm or 
1 pc. of LIGHTbox 1000 x 1000 mm

dimensions 147 x 90 x 41 mm

input signal ArtNet, sACN*

resistance class IP20

* available soon

light controller LS–LC02
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Light controller LS-LC02

Power cord 230V CAB-PC-10 – 1m 

RJ45 signal cable – max 100 m

LIGHTbox 2000 x 1000 mm LB-2010

how to use it
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A device allows playing a custom 
animation without a connected 
computer to the setup. The player can 
be run with peripheral elements and 
external devices.

animation player LS–PL01
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Animation player LS-PL01

LIGHTbox 2000 x 1000 mm LB-2010

Light controller LS-LC01

RJ45 signal cable – max 100 m

Power cord 230V CAB-PC-10 (powerCON) – 1 m

RJ45 signal cable – max 100 m

Power cord 230V CAB-PC-PC-20 
(powerCON to powerCON) – 2 m

how to use it
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CAB–PC–10 (powerCON) — 1 m

CAB–PC–PC–20 (powerCON to powerCON) — 2 m

CAB–S (RJ45) — 1,5 m, 5m, 10m, 20m
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custom



.design
We design and produce original lighting 
installations based mainly on LED solutions. 
We are a team of creative designers and 
engineers who plan each step of the 
realization, optimizing production time and 
budget. Take advantage of the fos.design 
experience and design your lighting installation 
with us.
This allows to deliver the best solutions to 
fulfill the requirements.
We implement projects according to 
a precise, step–by–step plan: analyze, project, 
pricing, production, installation, service and 
maintenance.

.production
If you already have an installation project you 
want to build, we are ready to implement your 
idea.
We build installations for indoor and outdoor 
use. Our products are made using many 
production processes, such as 3d printing, 
laser cutting, turning, milling, welding, 
soldering.
We create our printed circuits and program 
AVR systems. We design in 3D, 2D and create 
technical documentation.

project

customer analyze

productionpricing

.design

.production

verification

verification installation

service  
and maintenance
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LIGHT BOX
Name Symbol Comments

LIGHTbox 1000 x 1000 mm; LB–1010 LB–1010 –

LIGHTbox 2000 x 1000 mm; LB–2010 LB–2010 –

ACCESSORIES
CABLE

Name Symbol Comments

Power cord 230V, 1m; powerCON CAB–PC–100 —

Power cord 230V, 2m, powerCON to powerCON CAB–PC–PC–20 —

RJ45 signal cable; cat6; 1,5 m CAB–S–15 —

RJ45 signal cable; cat6; 5 m CAB–S–50 —

RJ45 signal cable; cat6; 10 m CAB–S–100 —

RJ45 signal cable; cat6; 20 m CAB–S–200 —

OTHERS

Name Symbol Comments

LIGHTbox 1000 x 1000 mm front fabric LB–FS–1010 —

LIGHTbox 2000 x 1000 mm front fabric LB–FS–2010 —

Name Symbol Comments

Light controller LS–C01 LS–LC01 max 240 m, 8 outputs

Light controller LS–LC02 LS–LC02 max 15 m, 1 output

Animation player LS–PL01 LS–PL01 —

CONTROL DEVICES
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Please contact us for more details.
mail@fos.design

All rights reserved fos design sp.z o.o.
Prepared by: Wioletta Bogunia-Bugaj, Piotr Kowalski

Photos: Maksymilian Rychy
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